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| X | The above numbered solicitation is amended as set forth in Item 14. The hour and date specified for receipt of Offers

(__ ) is extended, ( X ) is not extended.
Offers must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended, by one of the following methods:
(a) By completing Items 8 and 15, and returning 1 copies of the amendment; (b) By acknowledging receipt of this amendment on each copy of the offer
submitted; or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers. FAILURE OF YOUR
ACKNOWLEDGMENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED
MAY RESULT IN REJECTION OF YOUR OFFER. If by virtue of this amendment you desire to change an offer already submitted, such change may be made
by telegram or letter, provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and
date specified.
12. ACCOUNTING AND APPROPRIATION DATA (If required)

N/A
13. THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS,

IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14.
A THIS CHANGE ORDER IS ISSUED PURSUANT TO (Specify authority) THE CHANGES SET FORTH IN ITEM 14 ARE MADE IN THE CONTRACT ORDER NO. IN
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REVISIONS ARE AS FOLLOWS:

PLANS

Plan sheet #D.1 Revises Estimated Quantities and Title
Plan sheet #E.1 Revises Estimated Quantities and Title

PLANS - PEN AND INK CHANGE(S)

Please make the following pen & ink change(s):

Plan sheet #A-1 Replace all references to MP 11.25 with 10.4 and MP 11.30 with 10.45
Plan sheet #A-3 Replace all references to MP 11.25 with 10.4 and MP 11.30 with 10.45
Plan sheet #B-1 Replace all references to MP 11.25 with 10.4 and MP 11.30 with 10.45

ENCLOSURES

Plan Sheets

D.1
E.1

Page(s) not included due to Pen and Ink change(s):
A-1
A-3
B-1
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ESTIMATED QUANTITIES

ITEM DESCRIPTION QUANTITY

DAMAGE SITE SKETCH

Sawcut pavement edge

Repair embankment
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SECTION

1.  Remove debris from inlet channels.

2.  Remove debris from culverts.

3.  Repair embankment to adjacent fill slope.

4.  Verify pavement section before placing.

5.  Place wattles per detail W157-20 as needed to 

     control sediment transport.
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slope

Remove and replace 

failed asphalt

4 inch asphalt concrete

8-inch aggregate

1

2

1

2

Includes 46 cuyd of debris removal.

FOOTNOTES:

Construct embankment of suitable material conserved from 

excavation of this and other sites.  Estimated embankment 

quantity is 45 cuyd.

15705-1500

20401-0000

25102-4000

30802-1000

40401-0000

62511-2000

62516-2000

63401-0100

63401-0200

Soil erosion control, sediment wattle

Roadway excavation

Placed riprap, class 4

Roadway aggregate, method 1

Minor hot mix asphalt

Seeding, hydraulic method

Mulching, hydraulic method

Pavement markings, Type A , solid

Pavement markings, Type A , broken

100 lnft

46 cuyd

23 tons

67 tons

32 tons

100 sqyd

100 sqyd

200 lnft

400 lnft

25’

50’

4’

NOTES

24’

REPAIR SECTION
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FR 83 MP 10.45

Erosion limits

60’

Edge of pavement

Inlets burried by

sediment and debris

Eroded area

Approx. old fill

Existing pipe culvert

Approximate 

old fill slope

Debris level

DAMAGE SITE SKETCH

REPAIR SECTION
Repair embankment

Remove debris

NOTES

ESTIMATED QUANTITIES

ITEM DESCRIPTION QUANTITYSawcut pavement edge
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1.  Remove debris from inlet channels.

2.  Remove debris from culverts.

3.  Repair embankment to adjacent fill slope.

4.  Verify pavement section before placing.

5.  Place wattles per detail W157-20 as needed to 

     control sediment transport.
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Remove and replace failed 

asphalt section

4-inch asphalt concrete

8-inch aggregate

Existing culvert

FOOTNOTES:

1

2 Construct embankment of suitable material conserved from 

excavation of this and other sites.  Estimated embankment 

quantity is 33 cuyd.

Includes 530 cuyd of debris removal.
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1

15705-1500

20401-0000

25102-4000

30802-1000

40401-0000

60704-0000

62511-2000

62516-2000

63401-0100

63401-0200

Soil erosion control, sediment wattle

Roadway excavation

Placed riprap, class 4

Roadway aggregate, method 1

Minor hot mix asphalt

Cleaning culvert in place

Seeding, hydraulic method

Mulching, hydraulic method

Pavement markings, Type A, solid

Pavement markings, Type A, broken

100 lnft

530 cuyd

140 tons

69 tons

22 tons

2 each

200 sqyd

200 sqyd

400 lnft

400 lnft

10’

24’ pavement
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6’

16’
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16’

48"

36"

24’
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